Existing Structure:
4

The bridge is g thrse-span continuous, plate girder bridge with a 8-inch reinforced
“iginal structure was buill in 1971

concrele deck and a 2-inch con

as FAT-280, and the structure is in Section 1984-079-8BW. In 1985, the structure was

widened, patched and overlaid, the expansion joints were reconsiructed, and the
superstructure was cleaned and painted.  In 1998, the deck and approaches were
patched. the expansion joints were replaced, and the parocets were repaired.
Stage construction shall be utiized to maintain traffic during construction.

No salvage.
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T~—— Exist. Bridge Approach

Shoulder typ.

Remove existing Silicone Seal
Expansion Joints and replace with
Preformed Joint Strip Seal

(Typ. each abut.)

1. outside parapets

—— Exist. Approach Pavement Connector typ.

\'*C/ecn and Reseal

See Std. 420001
Expansion Joints

DESIGN SPECIFICATIONS

2002 AASHTO Standard Specifications
for Highway Bridges, 17th Edition

DESIGN STRESSES

e = 3,500 psi

Relief Joint typ.
for Transverss
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= 60,000 psi

SCOPE_OF WORK

Bridge Deck Hydro-scarifi
. Repair bridge deck.
Tepalr approach slab.

. Place new overlay.

Repair substructure.

Repair slope wall.

joation.

Reconstruct deck joints ot each abutment with preformed joint sirip seal.

Replace pin ¢f pin connection,

Clean and reseal relief joints ot the end of approgch pavement connectors.
Apply concrefe sealer fo parapets, approach slabs, abutment seats and backwalls.
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